INSTALL GUIDE

Classic
Cast Arm

Installation Guide for Terrain Elements
Classic Cast Arm
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Simple slide and fix
installation including retro
fitment to existing seating.

Many of Terrain Group's seating offers
the option of our stylish cast arm rest.
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CLASSIC CAST ARM

Installation Guide
To suit Terrain Elements products: for Terrain Elements
Classic Cast Arm

Terrain Elements Park & Street
Furniture Classic Aluminium
Cast Arm offers simple slide and
fix installation including retro
fitment to existing Seating.

Parkway Transit Kingsgrove Courtyard
incl. Ephraim (not retro fit) Hardware
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To Aluminium Planks
6-10 Aluminium Rivet Dome Head.
To Timber Planks
#8 x 1" 316 SS Type 17 Square Drive
Screw with Washer to suit.
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Eight (8) fixings required per Arm.

Gap between Seat Bucket -
and Arm Mounting Plates InSta“‘atlon

Rivet / Screw Fix

10mm Gap when X = 100mm
see notes above

» Rivet Fix as per standard practices
and tool type. Pre-Drill hole size
=49mm.

65mm Gap when X = 150mm

Slide fit Arm ———» o Screw Fix to Timber must have

pre-drill holes = 1/8" Straight Bit.
Depth 20mm.
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6-8mm Plank Gaps

see notes above  Retro fit to an existing seat may

require loosening of the planks to
achieve the required 6—-8mm gaps.

After Sale Service

TERRAIN FreeCall: 1800 335 112

GROUP Email: sales@terraingroup.com.au
terraingroup.com.au



